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COLORI / COLOURS
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228 uva 233 prugna 200 ribes 236 lavanda
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ONICE POLYANE 222 fucsia 239 lampone 254 magenta 212 confetto



261 terra 210 aragosta 263 papaya 252 arancio 251 teatro 249 bordeaux 289 cardinale 293 amarena

264 zucca 268 grano 269 sole 266 giallo 283 rubino 271 rosso 296 vermiglio 277 fiamma
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211 blu 256 notte 227 volturno 278 zaffiro 299 petrolio 258 abisso 204 nautica 259 cielo
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279 marina 265 caraibi 281 elettrico 282 celeste 290 nilo 205 atollo 207 maldive 203 jeans

294 bosco 274 erica 267 mela 295 cedro 280 bianco 225 ghiaccio 217 camomilla 255 peonia
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273 prato 287 muschio 286 campestre 288 pistacchio 253 egeo 235 bebe 234 salvia 238 offwhite



. ONICE GOOMFLEX

ONICE GOOMFLEX

SOTTOFONDO GOOMFLEX

. ONICE

Composizione: 100% polipropilene
Sottofondo: lattice sintetico
PesoTotale: 650 grimg +10%

Spessone: 3.0 mm +10%
Resistenza al fuoco: BFL-S1 @
Dimensione rotoli:
altezza 2 mt( 3 - 4 mt su richiesta)
lunghezza mtl 50 ca
N.B.

La tonalita dei colori potra variare da partita a partita come & in uso
nel settore tessile.

Mon sono riconosciuti eventuali difetti manifestati dopo la

posa in opera.

Composition: 100% polypropylene
Badking: synthetic latex
Total welght: 650 grimg +10%
Thicdkaess: 3.0 mm +10% —
Resistance against flame: BFL-S1 EH
Rolls size:
width m 2 ( 3 - 4 mt upon request)
length L.m. 50

Colour tonality can change from lot to lot, according to the usage of
the textile sector.

Ewentual defects, which could arise after laying are not recognized.

». ONICE GOOMFLEX

Composizione: 100% polipropilene
Sottofondo: Iattice sintetico

PesoTotale: 750 grimg +=10%

Spessore: 3,5 mm +10%
Resistenza al fuoco: FFLS1
Dimensione rotoli:
altezza 2 mt( 3 - 4 mt su richiesta)
lunghezza mtl 50 ca

N.B.

La tonalita dei colori potra variare da partita a partita come & in uso
nel settore tessile.

Mon sono nconosciuti eventuali difetti manifestati dopo la

posa in opera.

Composition: 100% polypropylene
Backing: synthetic latex

Totalwelght: 750 grimg +10%
Thickness: 3.5 mm +10%
Resistance against flame: FFL-51

Rolls size:
width m 2 ( 3 - 4 mt upon request)
length [.Lm. 50

N.B.

Caolour tonality can change from lot to lot, according to the usage of
the textile sector.

Ewventual defects, which could arise after laying are not recognized.




